
 

 

 
 
 
 
 
 
 
 
 
 
 

 
DOP: ZPPEX-2015-2312-1 
 

 
1. Unique identification code of the product-type:  

 
SUPER 
 
 

2. Type-, batch- or serial number or any other element allowing identification of the construction product as required pursuant to Article 11(4): 
 
Product name, roll number + colour number are shown on packaging. 

 
 

3. Intended use or uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen by the 
manufacturer: 
  
For use as floor covering in buildings (see EN 14041) according to the manufacturer’s specifications 
 
 

4. Name, registrered trade name or registrered trade mark and contact address of the manufacturer as required pursuant to Aricle 11(5): 
 
Zeno-Protect B.V., Oostenburgervoorstraat 132, 1018 MR AMSTERDAM, THE NETHERLANDS 
 
 

5. Where applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in Article 12(2): 
 
Zeno-Protect B.V., Oostenburgervoorstraat 132, 1018 MR AMSTERDAM, THE NETHERLANDS 

 
 

 
6. System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V: 

 
Systeem 1 for reaction to fire. 
  
 

7. In case of the declaration of performance concerning a construction product covered by a harmonised standard: 
Name of the notified test laboratory, that has issued the certificate of conformity of the factory production control, inspection reports and calculation 
reports (if relevant). 
  
Notify Body 0493                                           Certificate number 0493 – CPR – 0176 
 
 

8. Declared performance (in accordance with EN 14041:2004/AC:2006): 
 

 
 

Fire behaviour 
EN13501-1   Bfl-s1 

 

 
 

 
 

Electrical resistance 
ISO 10965 

 

 
 

 
 

Slip resistance 
EN 13893    

 

 

 
 

 
 

Thermal resistance 
ISO 8302   0,11 m² K/W 

 

 

 
 

 
 

Static electric charging 
ISO 6356   Permanent antistatic 

 

 

 
 

 
 

Formaldehyde emissions  
ENV 717-1 or ENV 717-2 

 

 
 

Content of pentachlorophenol  
EN 12673 

 
 

 

 

 
 

Water tightness 

 
 

npd 

 
9. The performance of the product identified in points 1 and 2 is conformity with the declared performance in point 9. 

This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4. 
Signed for and on behalf of the manufacturer by: 
 
 
Pieter de Jong – Managing Director                                                                                           23 December 2015 
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